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2450 AUTOMATIC ROLLER PAVER

FORTY YEARS AGO BID-WELL pioneered and developed the first concrete
paver with a traveling carriage-mounted longitudinal strike-off. Today the
BID-WELL automatic roller pavers produce a concrete surface of superior quality,
ridability and finish at a high production rate. These pioneering ideas and
exclusive design features have been refined over the years and have made our
roller pavers the best roller paver ever offered to the construction industry.

BID-WELL     A TEREX COMPANY     Box 97 Canton, South Dakota 57013
Toll Free 800-843-9824  |  Phone 605/987-2603  |  Fax 605/987-2605  |  www.bid-well.com

Basic Machine Main Frame:
Truss depth: 24 inches (.60m)
Basic machine length: 30 ft. (9.2m)
- can be extended to 66-ft.(20.4m)
Paving width: 63 ft. (19.5m) maximum
- 12 ft. minimum
Heavy-duty legs: 4” (0.10m)
Four machine travel bogies with 3 ft.
(0.9m) wheelbase (two driver and
two idler)
Manual crown adjuster
Crown may be changed at any hinge
point or at any travel rail adjustor
Operating weight: 4,550 lbs. (2063kg)

Paving Carriage:
Dual, 4 ft. (1.2m) long paving rollers
Dual strike-off auger with double flighting
Patented Rota-Vibe®

Adjustable finishing pan with burlap drag
or astro grass drag
Carriage pivoting cylinder
Paving roller rotation kit

Power:
Standard – Two 15 HP Kohler Model
CH15S (11.2kw) gas engines, one
mounted on the frame at the operator’s
station that drives the machine and
carriage travel. The second is mounted
on the carriage and drives the paving
rollers and two augers.

Optional – 20HP Kohler Model CH20S
(15kw) gas, or 25HP Kohler Model
CH25S (18.6kw) gas or 20HP (15kw)
liquid cooled diesel engines.

Automatic Operation:
Automatic machine move-up at the
end of each paving carriage pass 0-12”
(0.37m)
Automatic cushioned paving carriage
travel reversal
Operator can stop and reverse carriage
travel at any point

Automatic Roller Paver Specifications

changing
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Patented Feature ROTA-VIBE®

This patented feature provides a means of achieving a more uniform concrete surface

with desired density. This facilitates sealing difficult to finish concrete due

to harsh mix designs, unpredictable delays, low slump specifications

and wind exposure causing abnormal surface drying.

Set to the same finished grade as the paving rollers it operates on the concrete

struck off slightly above grade by the augers. Proven to achieve a pavable denser

surface while aggregate remains in place.
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2450 Bridge Paver
Paves bridges and other slabs

Paves a variety of surfaces - matches flat, parabolic, crowned,
skewed, super-elevated and tapered surfaces

Tubular frame spans the concrete and rides on pipe rail or form

Traveling carriage strikes off, paves and textures the concrete
with augers, paving rollers, drag pan and texturing

All-welded steel contruction for strength with a minimum of weight

Automatic machine move-up after each carriage pass

Street paving in a housing development

Street paving in rural America

Paving a U.S. state highway bridge

Standard and Optional Features
1. Easy to operate control console with seat for operator  2. Roller mounted legs  3. Hold down and bogied carriage rollers with side

thrust roller  4. Adjustable finishing system with pan and drag  5. Quick, accurate grade adjustment for dual augers  6. Single chain

carriage drive  7. Manually operated crown adjuster  8. Individual control valves for roller rotation

Plus: Hydraulic carriage lift device  |  Offset swing leg  |  Diesel engine option  |  Powered leg widening  |  Ground control on-off valve

 |  Pressure washers  |  4-wheel swivel transportation dolly  |  Internal concrete vibration system
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