
Since 1961 Bid-Well has been an industry leader in the development

and manufacture of a complete line of versatile and specialized concrete

paving machines for the heavy and highway construction market. The

Bid-Well full line of automatic concrete roller pavers include bridge deck

pavers and overlay machines, airport, road and street pavers, concrete

placers, texturing/curing machines, a specialized paver/trimmer for slopes

and canal paving, along with work bridges that meet any job requirement.
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3600 AUTOMATIC ROLLER PAVER
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Basic Machine Main Frame:
Truss depth: 36 inches (.11m)
Basic machine length: 36 ft. (11.0m)
can be extended to 100 ft. (30.5m)
Paving width: 96 ft. (29.2m) maximum,
15 ft. (5.6m) minimum
Heavy-duty legs: 4 inches (0.10m)
Four machine travel bogies with
3 ft. (0.9m) wheelbase (two driver
and two idler)
Manual crown adjuster
Crown may be changed at any hinge
point or at any travel rail adjustor
Standard operating weight: 5,900 lbs.

Paving Carriage:
Dual strike-off auger with double flighting,
meters concrete with each pass
Patented Rota-Vibe®

Turntable mounted for paving skewed
decks without a crown
Dual 4 ft. (1.2m) paving rollers
Paving roller rotation kit
Adjustable finishing pan with burlap drag
Paving carriage pivot cylinder

Power:
Standard – Two 20 HP (15kw) air-cooled
gas engines with 12-volt electric starters.
One is mounted on the frame at the
operator’s station that drives the

machine and carriage travel. The second
is mounted on the carriage and drives
the paving rollers and two augers.
Optional – 25 HP (18.6kw)
gasoline engines
Optional – 20 HP (15kw) diesel engines

Automatic Operation:
Automatic machine move-up at the
end of each paving carriage pass
0-12 inches (0.37m)
Automatic cushioned paving carriage
travel reversal
Operator can stop and reverse carriage
travel at any point

3600 Automatic Roller Paver Specifications

A - 36’ 6”
(11.12m)

B - 33’ 3”
(10.15m)

C - 31’ 4”
(9.55m)

D - 15’ 3”
(4.66m)

E - 47”
(119.38cm)

F - 15”
(38.10cm)

G - 36”
(91.44cm)

H - 54”
(137.16cm)

I - 103”
(2.62m)

J - 36”
(91.44cm)

K - 67 3/8”
(1.71cm)

L - 33”
(83.82cm)

M - 19”
(48.26cm)

N - 46”
(116.84cm)

O - 32”
(81.28cm)

P - 8”
(20.3cm)



                        Patented Feature
This patented feature achieves a more uniform concrete surface

with desired density. This facilitates sealing difficult-to-finish concrete due

to harsh mix designs, unpredictable delays, low slump specifications

and wind exposure causing abnormal surface drying.

Set to the same finished grade as the paving rollers, it operates on the concrete

struck off slightly above grade by the augers. Proven to achieve a pavable denser

surface while aggregate remains in place.
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3600 Paver
Paves bridges and other slabs

Paves a variety of surfaces - matches flat, parabolic, crowned,
skewed, super-elevated and tapered surfaces

Tubular frame spans the concrete and rides on pipe rail or form

Traveling carriage strikes off, paves and textures the concrete
with augers, paving rollers, drag pan and texturing

All-welded steel construction for strength
with a minimum of weight

Automatic machine move-up after each carriage pass

3600 paver with deep insertion vibration system

3600 Paver
3600 paver carriage

Standard and Optional Features
1. Easy-to-operate control console with seat for operator  2. Variable carriage travel speed control  3. Adjustable finishing system

with pan and drag  4. Dual-chain carriage drive  5. Automatic roller reversal or fixed rotation on each pass with carriage roller, side

thrust roller and patented hold down roller system  6. Quick, accurate grade adjustment for dual augers with easy accessible carriage

control handle

Plus: Hydraulic retractable carriage  |  Manually operated crown adjuster  |  Diesel engine option  |  Power crown adjuster  |  Offset

swing legs  |  Skew bar kit  |  4-wheel swivel travel dolly with tongue  |  Single internal concrete vibration system  |  Six-wheel bogie

system  |  Deep insertion vibration system  |  Ditch pavers
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