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CP-240 Concrete Placer

Model 6500 includes these
exclusive Bid-Well features:
• Paves streets, roads, airports, parking areas

and other slabs

• Puncture resistant rubber tires (paver can be 
traveled on job site without being towed)

• Basic unit frame operating dimensions:

Length - 30ft (9.14m)  Can be extended
to 66ft (20.1m)

Paving width - maximum 60ft (18.28m)  
minimum 18ft (5.5m)

Truss depth - 48in (1.22m)

• Hydra-Mation® string line sensing control for 
elevation and steering

• Automatic patented dual internal vibrator system

• Automatic smooth machine operation

• Operator friendly control console with
swivel seat

Patented Feature

650065006500 Heavy Duty Automatic
Roller Paver

The Bid-Well 6500 Heavy Duty Automatic Roller Paver, one of our specialized

pavers, paves streets, roads, airports, parking areas and other slabs with a finished

concrete surface of superior quality at a high rate of production. The all-welded

steel construction creates a superior strength. The rubber tire feature allows for

on the job travel without being towed. A Hydra-Mation® string line sensing feature

controls elevation and steering. This rugged machine is powered by two liquid

cooled diesel engines. Other features include an automatic internal concrete

vibration system, the patented Rota-Vibe®, a pressure washer, an operator-friendly

control console and much more.

This patented feature provides a means of achieving

a more uniform concrete surface with desired density.

This facilitates sealing difficult to finish concrete due to harsh

mix designs, unpredictable delays, low slump specifications

and wind exposure causing abnormal surface drying.
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Model 6500 Roller Paver Specifications

Automatic machine operation for best paving results
using internal concrete vibration system, and
pattened rota-vibe®.

Basic 30' (9.14m) machine weight 19,600 lbs.
(8890 Kg)

Heavy-duty 7" (7.17m) legs.

Puncture resistant rubber tires.

Up to 12' (3.65m) of leg travel on each 18' (5.5m)
end section.

Crown may be changed at any hinge point or at
any travel rail adjuster.

By adding 3' (0.9m), 6' (1.8m), 12' (3.7m), 15'
(4.6m) or 18' (5.5m) inserts, basic machine can
pave 60' (18.28m) wide.

Dual quick adjustable paving augers with
double flighting.

Dual 6’ (1.8m) long paving rollers.

Diesel 58 HP (43.3 kw) on operator power unit
and the paving carriage.

Patented dual raisable finishing pan and
texturing system.

Manual override to stop and reverse paving carriage.

Variable paving carriage travel speed.

Patented dual Rota-Vibe®.

Independent direct drive hydraulic motor on
each auger and paving roller.

Eight bogied carriage travel rollers with dual
hold down rollers prevent carriage floating and
maintain positive grade control.

Side thrust travel rollers for straight carriage
alignment.

Operator friendly control console with electronic
control and swivel seat.

Dual carriage travel chain.

Hydra-Mation® string line sensing-control.

Heavy Duty Boom Truss - powered crown-control Automatic string line sensing for elevation Puncture resistant rubber tires

Patented dual internal concrete vibrators Dual adjustable strike-off augers Patented dual Rota-Vibe®

Dual 6 foot long paving rollers Patented raisable finish pan system Operator friendly control console
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