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particular product and sale and Terex makes no other warranty, express or implied. Products and services listed
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other countries and all rights are reserved. "TEREX" is a registered trademark of Terex Corporation in the USA
and many other countries. © 2007 Terex Corporation. TRB-BanditB5 (06-07) 
Materials and specifications and configurations subject to change without notification.

• The Terex® Johnson-Ross Bandit B5 is a
highly versatile 5 yd3 (3.8 m3) concrete
batch plant.

• The standard 2-bin aggregate storage
unit is designed to be charged with a
loader.

• The Terex® Johnson-Ross Bandit B5 can
be configured to meet your needs for
ready-mix concrete operation.

Hourly Production Rate Up to 100 yd3/hr
(76.5 m3/hr)

STORAGE CAPACITY
Aggregate Storage1 16.7-28.4 yd3 (12.8-21.7 m3)

22.5-38 ton (20.5-34.8 mt)

Cement Storage2 1022 ft3 (29 m3)
38 ton (35 mt)

BATCHER RATED CAPACITY
Aggregate 5 yd3 (3.8 m3)

Cement 5 yd3 (3.8 m3)

AGGREGATE TRANSFER CONVEYOR
Belt Width 24 in (610 mm)

Belt Drive 7.5 hp (5.6 kW) TEFC

Rated (throughout) 420 t/hr (381 mt/hr)

350 f/min (106.7 m/min)

AIR COMPRESSOR
Air Receiver 80 gal (303 L)

Compressor Drive 10 hp (7.5 kW) TEFC

Rated 175 psi (12 bar)

WATER SYSTEM
Water Meter (Turbine-type) 2 in (51 mm) dia

Capacity 160 gal/min (605 L/min)

PLANT DIMENSIONS
Travel Length 52 ft 5 in (15.98 m)

Travel Width 8 ft 6 in (2.59 m)

Travel Height 14 ft 4 in (4.37 m)

Travel Weight (approx) 25,000 lb (11,340 kg)

• 100 yd3 (76.5 m3) hourly capacity
• Gravity-feed cement silo
• Rapid setup
• Mobility for relocation
• Installs on concrete foundation
• Factory pre-wired, plumbed and tested

1 Based on aggregate density of 100 lb/ft3 (1602 kg/m3)

2 Based on aerated cement density of 74 lb/ft3 (1,185 kg/m3)

OPERATING POSITION

TRAVEL 
POSITION

FEATURES SPECIFICATIONS

52 ft 5 in (15.98 m)

14 ft 4 in
(4.37 m)

39 ft
(11.89 m)

13 ft 6 in
(4.11 m)

16 ft 7 in
(5 m)

11 ft 8 in
(3.55 m)

11 ft 9 in
(3.5 m)
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